
First and Unique Binocular Visual Analyzer
Fast, Fully Automatic, Cloud Data Collector.
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Complete, clear and sharable exam report

Kaleidos communicates with smartphone or tablet through an 
intuitive app, which can also be used to store and share data with 
collaborators, colleagues or patients.

The exam can be performed by 
a delegator in an easy, fast, fully 
automatic way.

Device description

Kaleidos is a mobile binocular refractometer and vision 
analyzer that measures both eyes at the same time, in real life 
vision conditions. It incorporates the best and most complete 
technologies, in order to fully detect refractive errors, eye 
abnormalities and vision defects by measuring objective 
refraction in the range of -15D to +15D, and phorias/tropias in 
prismatic diopters, just by looking for a few seconds into this 
responsive instrument.

The Kaleidos’ Main Applications

Kaleidos gives its truly top performance in screening programs 
of large populations: portable, robust, compatible in any light 
condition environment and battery-operated, the screening will 
be performed in a few seconds, in a natural, fun and independent 
way.

“I used to work with 2WIN in my daily practise as an 
ophthalmologist. Kaleidos has allowed me to make 
binocular refractometry much quicker and easier: it is now 
no more of a task than pressing a button.”

“Also on account of its shape, I could well say that Kaleidos 
is now another tool in my diagnostic arsenal. During your 
daily routine, paediatric and not only, it will help you speed 
up and adjust subjective refraction, as well as acquire data 
when other types of examination become unfeasible.”

Dr. Gianni Amerio, MD (Italy)

Automatic,  
easy to use  

device

Extremely 
fast, accurate 
and consistent 
measurements

Entirely 
independent  

of environmental 
light conditions

Data stored online, 
available to show to 
the patient or to be 

consulted.

Complete, clear  
and shareable 
exam report

Allows to delegate 
measurement to 

your collaborators

The Kaleidos’  
Main Benefits

The perfect start 
to define the eyes 
necessary correction

Screening Program

Ophthalmologic Practices

Hospital centers

www.adaptica.com www.adaptica.com
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Technical Specifications
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35129 Padua, Italia

Operating mode: Binocular/monocular Data Interface: Wi-Fi, internal microSD 
card

Refraction Measurement: Automatic Printer Interface: Wi-Fi and email to print

Sphere range: ±15 D User Interface: Android application for
Wi-Fi smartphones and pads, providing
remote control, live streaming, data
management

Cylinder range: ±5 D Power: Rechargeable battery  20000
mAh, 18V

Cylinder axis: 1° - 180°, step 1° Tube Size(mm): 115x22x12

Pupil size: 4-11 mm, step 0.1 mm Metal Stand Size(mm): 41 x 44 x 32

Pupil distance: Automatic detection,  
30-120 mm, step 1 mm

Max height operation system: 129 mm

Fixation target: Built-in Net Weight: 3,8 kg

Acoustic target: Built-in

We remind that the combination between 2WIN mobile binocular refractometer and KALEIDOS is called 2WIN-S.
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